
TIN Code 302470

Model ModEco 150 S 

Real Volume 139 L

Height 1.315 m

Width 0.470 m

Depth 0.496 m

Rated power 2000 W

Mounting Vertical 

Heating time Δt 45K (15 - 60°C)**80°C 0:22 h:min

Energy class C 

Diameter 470 mm

V40 500 L

Heat exchanger surface 0.7 m²

MODECO WITH A HEAT EXCHANGER 

GCV9S(L) 150 47 20 C21 
TSRCP
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Heat exchanger capacity 3.2 L

Continuous flow rate of DHW at Δ T 35°C *80-70°C 433 L/h

Exchange power in continuous mode (max. coil output) *80-70°C 18.5 kW
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Information GCV9S(L) 150 47 20 C21 TSRCP

Serie information GCV9S(L) 150 47 20 C21 TSRCP

The electric water heaters of the ModEco range with inbuilt heat exchanger /serpentine/ are a highly efficient 

solution for utilization of alternative sources of heat energy such as solar thermal collectors, gas-burning and 

solid fuel boilers. They are adapted to work with hard and aggressive waters using electric power. The range 

offers electric water heaters with storage capacity of 80 to 150 litres.

 Inbuilt high-efficiency heat exchanger with integrated TURBOLATOR, a patented solution for fast water 

heating through energy from alternative sources

Additional opening and sleeve for placing a temperature sensor

Specific design of the serpentine, which enhances the heating of the full water volume

Option for choosing between two degrees of electric power

INSUTECH Plus - an in-house TESY technology for highly efficient insulation and extremely low heat losses

PISTON EFFECT for supervision of the speed of incoming water and increase of the hot water amount with 

up to 15%

Freeze protection

Glass-ceramic coating for corrosion protection

Plasma-arc welding of the water tank for extended useful life
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